XENON FOLLOW SPOTLIGHT

2kW Xenon

TAKUMI - 2000A




{ F-’roduct structure

Spot head / TAKUMI-2000A Stand / ST-2000A

Max.ambient temperature ~ 40°C

Pursuing quality,

Max.surface temperature 120°C

- Min.irradiation distance 12m
adding value, and
Range of use angle 10° upward , 45° downward
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Control cable AWG18 (0.824mm?) x 7C x 5(m)

Dimension W434 x H488 x L1498(mm)
In 1965, USHIO released our first Xenon Followspot based on USHIO’s light Weight 62kg
source technology for cinema projectors. Noise 50dB or less (Distance : 1m)
Our Xebex brand followspot has been, and still is, very popular in the Materials Steal, Aluminum
Japanese market (market share in Japan over 90%). Lamp power DC120V(70A)
Today our followspot provides an answer to maximize stage effects for Control power DC24V(1A)
entertainment world. .
RS 8 Dimension W722 x H1133-1486 x L628(mm)
' TAKUMI-2000A -
2kW Xenon M\INOUOJIVIIT . UJ : 1 Materials Steel, Aluminum
“TAKUMI ()" means “Craftsman” , “Master” , “Artisan” , “Sophisticated” , or “Elaborated” , in Japanese. ‘ Number of filters 6
TAKUMI-2000A was speciailly developed to meet the growing needs of a global market, representing USHIO’s accumulated e TR T L_1'(_36(mm)
technology and experience in the past half century. Option parts . ) Weight Color changer : 2.7kg
Soft focus Ass'y Optical sight ] Balance Weight : 3.4kg
. ! g ! Material Steel
| Main features '
@ Easy operation and excellent balancing Rated voltage AG200-240V
@ Compact size and lightweight ' | Hatag freqieney 200z
; 5o ; g A teady current 13At
@ Outstanding lighting control with 100% manually closing Iris and douser ‘ | Steady curren vp
== S Inrush current B0A(mMax)

@ True natural colors with flicker-less USHIO Xenon short arc lamp | 7 -

Max. ambient temperature ~ 40°C

@ MET marked(UL 1573) and FCC compliant -t nputcable  AWGHO0 (5.26mm?) x3C x5 (m)
{ Dimensions
(mm) Dimension W160 x H422 x L470(mm)
e 0 P - S Weight 17kg
A0 %8 . . 306
Noise 53dB or less (Distance : 1m)
us sl = L
" Lighting voltage DC25Vv
A r— = Rated power consumption  1750W
[FREREEET | 2 Rated current 70A
. - . Bl 2 Total luminous flux 64000 Im
Takumi-2000A is suitable for the entertainment venues such as ¥ B - > o
o 3|~ olor temperature rox. 6000
concert halls, auditoriums, theatres, and opera houses. 2| skl ___R
Cooling method Forced air cooling
Average lifetime 1000 hrs L
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628 J Photometric data |
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Throw distance (m) 20 30 40 50 |
< Power supply > < Color changer > | | I
|
|

llumination intensity (Ix)

278

Spot diameter (m) 1A 1.7 23 2.9

* The above spot diameter is minimum data. o
The maximum spot diameter(compared with minimum data) is 2times zoom ratio.
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& Caution and Warning for Safety Use

Please confirm and follow the user manual and safety instructions for your own safety.

USHIO LIGHTING, INC.

Head Office: RBM Higashi Yaesu Bldg., 2-9-1 Hatchobori, Chuo-ku, Tokyo 104-0032 Tel: +81-3-3552-8264

URL : www.ushiolighting.co.jp email : info@ushiolighting.co.jp

@ Please note that the form, specifications, and price of the products in the cataloge are subject to change without notice,

@ The color of the actual product and as depicted in the catalog may slightly differ because of the printing process.
usulu @ Xebex is a registered trademark of USHIO LIGHTING, INC.

@ All information including technical details mentioned in this brochure is as of October, 2016.



