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Spin Coater

@®Delivery record 7500 or more

@Sample stages are possible to make your requirements.

@®\We have verification data on various coating materials
to support your research

| MS-B100 | MS-B150

Max substrate size | ¢ 4inch or [J75mm Max substrate size | ¢ Binch or [J100mm
Rotaitional speed | 20~8,000 Rotaitional speed | 20~7,000

Rotaitional accuracy | £ 1rpm Rotaitionalaccuracy | +=1rpm

Spin Chamber size »220mm Spin Chamber size »290mm

Spin program 100step/ 10program Spin program 100step/10program
Power supply AC100~240V Power supply AC100~240V
Dimensions 259Wx246Hx341D Dimensions 353Wx303Hx444D
Weight 10kg Weight 19ke

Coating Date )

Spin Goater | MS-B100 Substrate size| ¢4 inch Silicon wafer Spin Coater | MS-B150 Substrate size | ¥6 inch Silicon wafer
Measuring machine | FILMETRICS F50 Target thickness| 1 m Measuring machine | FILMETRICS F50 Target thickness| 1 m
Resist OFPR-800LB(TOK) Distrbution | £0.8% Resist OFPR-800LB(TOK) Distrbution | +0.6%




Mask Aligner

®Manual contact mask aligners.

@®Can handle silicon wafer,glass,chemical compound,
film,and various other materials as well as
irregulaly-sized substrates.

@®\We have verification data on various resists.

SEMERGEIR) J

Max substrate size | ¢ 4 inch Max substrate size | ¢4 inch
Max mask size 5inch Max mask size 5inch
llluminance >8mW/cm?2(at405nm) llluminance >14mW/cm?(at405nm)
Unifomity <£8.5% Unifomity <£4.0%
Light source UV lamp 250W Light source UV lamp 500W
Power supply AC100~110V Power supply AC100~110V
Dimensions 700Wx570HX650D Dimensions 1000Wx1300Hx800D
Weight 150kg Weight 290kg
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Developer: Etching

@ Capable of puddle development and spray development .

@Expandable for up to three developer.

@®Consecutive processing for feeding chemical,
rinsing,and spin drying.

| AD-3000

Max substrate size | 6 inch Max substrate size | 12 inch

Rotational speed | 0~3,000rpm Rotational speed | 0~3,000rpm

Chemical discharge | Splay (swing nozzle) or puddle Chemical discharge | Splay (swing nozzle) or puddle
Programs 10 modes Programs 10 modes

Utilities CDAorN2 Utilities CDAorN2

Power supply AC100V 4A Power supply AC200V three-phase 15A
Dimensions 550Wx440Hx400D Dimensions 720WX500Hx520D

Weight 33kg Weight 60keg

Comparison of
Splay development

Puddle deveiopment
F4wT 3um 27— 3um




Dealer List

USHIO ASIA PACIFIC (THAILAND)LTD.

202 Le Concorde Tower,12th Floor,Room No.1206,
Ratchadapisek Road,Huaykwang,Bangkok 10310 Thailand
TEL +66 2-694-1440

FAX +66 2-694-1770

http://www.ushioasiapacific.com/

USHIO ASIA PACIFIC PTE.LTD.

28 Genting Lane,#05-05,Platinum 28,Singapore 349585
TEL +65 6274-5311

FAX +65 6274-5300

http://www.ushioasiapacific.com/

KAWAKAWA CO.,LTD.
10F.,No16,SEC.3,SHUANGSHI RD.,BANQIAO DIST.,
NEW TAIPEI CITY 22046, TAIWANR.O.C.)

TEL +886 2-2258-0038

FAX +886 2-2258-9229
http://www.kawakawa.com.tw/

USHIO SHENZHEN,INC.

SuitesA,E,10/F,Building A,Honglong Century Plaza,No.3001,
Heping Road,LuoHu District,ShenZhen,518001 P.R.C.

TEL +86 755-8207-0162

FAX +86 755-8207-0161

http://www.ushio.com.cn/

USHIO SHANGHALINC.
Hang seng Bank Tower,10/F,1000 Lujiazui Ring Road,
Pudong New Area, Shanghai,200120,P.R.C.
TEL +86 21-6841-1135

FAX +86 21-6841-1150
http://www.ushio.com.cn/

Mikasa Co.,Ltd.

2-8-1,Shibakoen,Minato-ku,Tokyo 105-0011,Japan
TEL +81 3 3433-8216

FAX +81 3 3433-8229
http://www.opticoat.co.jp/




http://www.opticoat.co.jp
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